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Propeller Mixers

Our mixing systems for biogas plants are based on many years of experience 
in mixing and homogenizing slurries and sludges. An extensive range of mixers 
with large blades and low propeller rotations ensure energy effi  cient long 
lasting solutions in liquids with high solids content.

Our propeller mixers are equipped with a unique triple shaft sealing system as 
a dependable protection of gear and motor in liquids with high solids content.

A special outer seal against the surrounding liquid ensures that stringy 
and long fi brous materials from grass, straw or corn will not damage the 
mechanical seals in the interior part of the sealing system.

Large selection of materials and options
 ■ Submersible mixers are available with cast iron or solid acid proof 

stainless steel motor casings.
 ■ 2-component painting of propeller, gear and motor casing are optional.
 ■ Installation equipment is available in several qualities of stainless steel or 

galvanized mild steel.
 ■ Motors are available in diff erent explosion proof versions.
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Submersible Mixer

Type: POP-I
Mixer with submersible motor and gear.
300 rpm.
Motor sizes: 1.1-30.0 kW.

Side entry Mixer PowerMix™

Type: POPTR-I
Mixer with dry installed motor, wetted parts 
propeller and gear.
300 rpm.
Motor sizes: 5.5-18.5 kW.

Motor sizes: 1.1-30.0 kW.


